
 

 

 

 

Hall plan ground level 

 
Technical information ground level 
Floor covering:   Fitted carpet (stand areas - light grey | walking areas – anthracite) 
max. floor load capacity:  500 kg/m² 
max. construction height: 3.00 m (clear dimension) 
    2,70 m (clear dimension) under the red/grey scratched areas 
Pillar measurement (WxD) 0.44 m x 0.44 m 
Pillar measurement 
with pipe (WxD)   0.60 m x 0.44 m 
Power supply:   pillars marked with a red circle 
Power boxes   the lower edge of the power boxes is at a height of approx. 2.55 m 
 
Freight lifts:   2 
max. load capacity  3 t / 480 kg/sm 
Interior measurements (LxWxH) 2.85 m x 2.15 m x 2.40 m 
Door measurements (WxH) 2.15 m x 2.40 m 
 
Number of doors (Hall side): 3 
Door measurements (WxH) 2.15 m x 2.40 m 

Technical connections 
32 Amps   not available 
16 Amps   available 
Schuko    available 
 
Water points   Yes 
Water connection at stand on request (possible in some cases) 
  



 

 

 

Hall plan upper level 
 

 

Technical information upper level 

Floor covering:   Fitted carpet (stand areas - light grey | walking areas – anthracite) 
max. floor load capacity:  500 kg/m² 
max. construction height: 4.00 m (clear dimension) 
Pillar measurement (WxD) 0.24 m x 0.24 m 
Pillar measurement 
with pipe (WxD)   0.48 m x 0.24 m 
Power supply:   pillars marked with a red circle 
Power boxes   the lower edge of the power boxes is at a height of approx. 2.55 m 
 
Freight lifts:   2 
max. load capacity  3 t / 480 kg/sm 
Interior measurements (LxWxH) 2.85 m x 2.15 m x 2.40 m 
Door measurements (WxH) 1.94 m x 1.90 m 
 
Number of doors (Hall side): 3 
Door measurements (WxH) 2.15 m x 2.40 m 
 
Technical connections 
32 Amps   available 
16 Amps   available 
Schuko    available 
 
Water points   Yes 
Water connection at stand on request (possible in some cases) 
 


